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Product title:

Acoustic Soundscreen Elements KOHLHAUER PLANTA® BASIC
(in various implementations)

Centre of Building Construction Engineering, Inc. Prague (Centrum stavebnfho inzenyrstvf a.s. Praha),
workplace in Zlfn, has as Notified Body (NB) No. 1390, performed Initial type testing of the product
mentioned below. This report may be used as a basis for issue an EC Declaration of Conformity
according to the requirements in the harmonized standard EN 14388:2006 for

Manufacturer:
R. Kohlhauer GmbH, DraisstraBe 2, 76571 Gaggenau, Germany

Factory:
R. Kohlhauer GmbH, DraisstraBe 2, 76571 Gaggenau, Germany

and various other factories with an FPC controlled by R. Kohlhauer GmbH

Report elaborated by:

Head of NB No. 1390:

Zlfn: 29. August 2010

RNDr. Josef Vrana, CSc. IJ. . . . . .'-......'""\.. . . . . . . .

.....~,..t/~ ....

Notice: This report shall not be reproduced except in full, without written approval of the Notified Body No. 1390.

Centre of Building Construction Engineering, joint-stock company, Prague, working place in Zlin, K Cihelne 304, 764 32
Zlin - Louky, CR
Banking contact: KB Praha 10, account number: 2901-101/0100, Company's Id. No.: 45274860,
Company's tax Id. No.: CZ45274860, Tel.: +420 577 604 111, Fax:+420 577 104 926, e-mail:
csi@csizlin.cz, www.csias.cz
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1 SPECIFICATIONS OF TEST SUBJECT

1.1 Specifications of specimen: Noise barrier KOHLHAUER PLANTA® BASIC

1.2 Description of product

The noise barrier wall panel KOHLHAUER PLANTA®BASIC is a planar component with standard length and height
of L x H =3,960 mm x 1,000 mm and with an allover width of W =142 mm in the middle of the panel a width of =
122 mm at its ends. The panels consist of non coated extruded profiles of aluminium as top, bottom and side bars
that form a frame-like construction filled with rock wool material of different specific weight. The cage is covered in
front and rear with PE net and a welded, zinc coated steel mesh with horizontal size (0 6/144 mm and vertical size (0

8/200 mm and a peripheral flat bar 4x20 mm for fixation purpose. The steel mesh is riveted to the side flanges of the
horizontal top and bottom aluminium bars and those are riveted at their end to the vertical aluminium bars.

The product is designed to be offered in 3 different acoustic variants that differ by the presence or the absence of an
additional acoustic foil placed vertical in the middle of the rock wool plates.

In addition the product will be offered in two different fixation variants that differ by the usage of a steel clamp and a
hollow EPDM tube or the usage of pre compressed acoustic foamed ribbon, both variants for fixation and acoustic
insulation purpose.

For design details, please refer to Figure 1.

Standard sizes of elements

Length Heightm

3,96 0,5

3,96 1,0

Standard Acoustic Variants

Name Rockwool density Item

BASIC 160 kg/m 3 No acoustic foil

BASIC-4 145 kg/m3 Acoustic foil 4 kg/m2

BASIC-11 145 kg/m3 Acoustic foil 11 kg/m2

Standard Fixation Variants

Name Fixation 1Acoustic Sealing

BASIC - C EPDM Tube

BASIC - R Foamed Ribbon

All variants can be combined as necessary for specific project situations.

The panels are mounted into pre-fitted iron poles type HE-A, HE-B or HE-M in a module distance of 4 m.
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1.3 Product designation
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The boards are designated for building sound absorbing and plantable noise barriers for use externally to
reduce the traffic noise of busy roads, motorways and railways or to reduce sound transmission from
industrial areas, sports grounds, etc.

CSI a.s., NO 1390, pracoviste Zlin














	SCAN6427_000.pdf
	SCAN6428_000
	SCAN6429_000
	SCAN6430_000
	SCAN6431_000
	SCAN6432_000
	SCAN6433_000
	SCAN6434_000
	SCAN6435_000

